PAGE  
1

ANNEX  No.2

TECHNICAL SPECIFICATION OF THE POLISHING MACHINE 

	No.
	Machine
	Q-ty
	Technical Specification
	Main components
	Manufacturer
	Date of Start-Up
	Approx. weight (kg)

	1
	Polishing Line 
(FP)
	1
	1. Basic specification: 

General: the polishing machine is to be used for the finish polishing of the stainless steel to remove scars from its top surface. The polishing machine is composed of 1 machine unit, each of which consists of 2 polishing heads mounted on a main frame construction. 

The way of polishing is so-called “wet type” using abrasive belt. 

Specification of strip to be processed: 

· material: stainless steel AISI 200, 300 and 400 series. 

· Cold rolled  and annealed and pickled 
· Strip thickness: 0.5 – 3 m;

· Strip width: 700 – 1280 mm;

· Strip tension: 10000 kg (maxim);

Specification of abrasive belt:

· type: endless, cloth or paper;

· length: 3200 mm;

· width: 700 – 1300 mm;

· grain size: # 60 - # 320. 
2. Material to be processed :
* kind of steel : annealed and pickled stainless steel of AISI 200, 300 and 400 series;

* strip thickness: 0.5 -3 mm;

* strip width: 70 – 1300 mm;

*coil I.D. – 610 mm;

Coil O.D. – maxim 2000 m;

Coil weight: maxim 15000 kg (excluding sleeve and interleaf paper).

3. Line speed:

* processing speed: 4 – 25 m/min (one way);

* threading speed: approximate 11 m/min;

4. Drive side: Left hand along with the strip forwarding direction;

5. Paper coil and spool:

* paper coil O.D. maxim 600 mm, width 700-1300 m;

* paper spool: I.D. 80 m, O.D. 110 m, width 700 – 1300 m;

* weigh: maxim 150 kg;

6. Tension: 

* rewinding: maxim 10000 kg;

* unwinding: maxim 4500 kg;
	- No. 1 coil skid;
- No. 1 coil car – 2 pieces;

- Pit cover – 2 pieces;

- Sleeve receiver;

- Pay –off  reel – 3 pieces;

- Pay – off reel drum;

- Snubber roll;

- Coil centering device;

- Paper winder  - 2 pieces;

- Coil end opener;

- Pinch roll – 2 pieces;

- Up-cut shear;

- Single row seam welder;

- Wringer roll – 3 pieces;

- Coil polishing machine;

- Coolant oil central filtration system;

- Fire extinguisher;

- Wiper – 2 pieces;

- Degreaser;

- Deflector roll – 2 pieces;

- Tension reel – 3 pieces;

- Tension reel drum;

- Paper pay-off reel – 2 pieces;

- No. 2 coil car – 2 pieces;

- Pit cover – 2 pieces;

- No. 2 coil skid;

- EPC unit

- Threading table  - 3 pieces;

- Ventilation drainage;

- Fire extinguishing;


	- mechanic equipment: *producer  MITSUBISHI Heavy Industries – in case of the following components: un-roller, roller, hydraulics snips, driving gearing rolls;

* producer TOSHIBA – in case of the two polish ends ;

- electrical equipment : producer MITSUBISHI Electric Co. (MELCO);

- Installation for cleaning the band after rectification – producer HYDROMATION UK.
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